
10 mm

Roller lifting gear for easy fitting and removal of LITHOMAN inking and damping rollers. 

The winches (2x) of the roller lifting gear are mounted and fastened on top of the side-
frames. The winches of the roller lifting gear are driven by compressed air and can also be 
manually operated. 

Defined turning points at the printing units and between the sideframes ensure exact guid-
ance and mounting position of the lifting tapes for fitting and removing rollers. After the 
winches are mounted on the sideframes, the lifting tapes can be lowered and attached to 
the roller to be exchanged (lifting and lowering rollers up to 150 kg).

This makes roller changing fast and safe. Prepared “docking stations” on every printing unit 
ensure that the device can be quickly moved from one unit to another.  

Upgrades

For efficient exchange of  
inking and damping rollers

Pneumatic 
Roller Lifting Gear
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Advantages

	 Universal device for all inking and damping rollers 
	 (can possibly also be used for other presslines)

	 Simple and safe handling through pre-defined turning 
	 points in the printing tower

	 Preservation of resources and reduction of risk 
	 (avoids injury to operators when changing rollers and  
	 press damage)

	 Reduced maintenance costs 
	 Increased press availability

Basic package

Printing tower preparation by drilling holes for mounting the 
device and commissioning  >  approx. two men at eight hours

Modules

	 Variant I:	 roller lifting gear only
	 Variant II:	 press preparation only
	 Variant III:	 roller lifting gear and preparation of 

			   four printing towers

Remarks

	 Preparation and operation of the device must be carried out in  
	 accordance with the operating manual 

	 Maximum roller weight must not exceed 150 kg 
	 The lifting gear is only approved for inking and damping rollers
	 The lifting gear requires two operators 
	 The condition of the device and the lifting tapes must always  

	 be checked prior to use (observe maintenance intervals)

Installation and instruction time

One full day
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